
ERGONOMICS
Weighs less than 2.7 lbs with battery, 
so you can get the job done in tough- 
to-reach spaces with less fatigue

WHY OUR 
CORDLESS 
COMPACT 
SCREWDRIVER 
IS THE BEST 
CHOICE

VERSATILITY 
- 18-position clutch reduces cam-outs 
 and keep you working efficiently
- Two Operating Speeds to Suit 
 Different Applications
- Two Modes: Drill, Drive

IQV20™ CORDLESS 
COMPACT SCREWDRIVER D3411

DURABILITY
Impact-resistant rubberized design 
prevents accidental damage and 
increases longevity
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Ingersoll Rand (NYSE:IR), driven by an entrepreneurial spirit and ownership mindset, is dedicated to helping make life better for our employees, customers and communities. Customers lean on us for our technology-driven excellence 
in mission-critical flow creation and industrial solutions across 40+ respected brands where our products and services excel in the most complex and harsh conditions. Our employees develop customers for life through their daily 
commitment to expertise, productivity and efficiency.

Learn more at www.ingersollrand.com

BIG POWER. SMALL BUILD.
LIGHT ON WEIGHT, HEAVY ON PERFORMANCE.
The Ingersoll Rand® D3411 IQV20™ Cordless Compact Screwdriver 
combines all the flexibility and dexterity of cordless tools with the power, 
durability, and strength that our professional-grade portfolio is known 
for. Plus, at 5" in length and under 2 lbs bare tool, it boasts unyielding 
durability, long-lasting power, and precise, configurable torque — all in 
one small package.
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     MAX
  Model System Chuck Torque RPM Length  Weight  Warranty
  Size in-lbs  in (mm) lbs (kg)

IQV20™ 1/4" Hex 450 1800 5.0 (127) 1.76 (0.8) 3 Years
 Quick Change

D3411  
IQV20™  
CORDLESS  
COMPACT 
SCREWDRIVER

D3411-K22           Includes Bare Tool, Charger & (2) BL2012 BatteriesAVAILABLE KITS

High & Low 
Speed Options

18-Position 
Clutch to Fine 
Tune Fastening 
Depth

Comfortable Over-molded Grip

1/4" Hex Quick 
Change Chuck

Two Modes: 
Drill, Drive

LED Light Bar

Compatible with 
All Ingersoll Rand® 

IQV20™ Batteries

Brushless Motor  
Provides 450 in-lbs of 

Max Torque

Rubberized Bumpers 
Protect from Damage

IPX6 Rated Protection 
Against Water Ingress


